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How to configure userSense Binding on your firewall

You can configure userSense binding settings which could be used to bind userSense users
with either IP address or MAC address or both, so that the users can only login from a
particular IP address or MAC address or if both the conditions are matched (as per the

configuration).

This screen shows a list of configured userSense users for userSense binding.

Edit UserSense Binding Setting @
O Enable

@© pisable

Usersense Binding ®00

User D |1 IP Address(s) | 1 MAC Address(s) || Tasks

guest 192168234 5254:CO.C56177 E-3]

NOTE: userSense Binding can only be configured when the browsing mode is
setup in userSense mode. If you use userSense Binding no need to use
userSense Bypass.

To add userSense Binding click on @ button.

Add UserSense Binding @
User ID quest

192.168.2.34

1P Address(s:
(s) 4
Enter comma separated IP Address(s)

52:54:C0:C5:61:77

MAC Address(s
(s) y
Enter comma separated MAC Address(s)

The following information is required to add userSense Binding:

. User ID: Select a user from the user list for binding to IP/MAC address.
. IP Address: Insert the IP address you would like to bind the user with.
. MAC Address: Insert the MAC address you would like to bind the user with.

NOTE: You can add either IP address or MAC address or both so that user can
login if configured conditions are matched. If you enter only IP address then the
user would get binded with IP address, in case of only MAC address the user
would get binded with MAC address and in case of both, the user will get binded
with both IP address and MAC address.
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